
WARRANTY
One year against manufacturer defect.
Westcott’s warranty obligations for this product are limited to the terms 
set forth below: The F.J. Westcott Co. (“Westcott") warrants this Westcott 
branded product against defects in materials and workmanship under 
normal use for a period of ONE (1) YEAR from the date of retail purchase 
by the original end-user purchaser (“Warranty Period"). If a defect arises 
and a valid claim is received within the Warranty Period, at its option and 
to the extent permitted by law, Westcott will either (1) repair the defect at 
no charge, using new or refurbished replacement parts, or (2) exchange 
the product with a product that is new or which has been manufactured 
from new or serviceable used parts and is at least functionally equivalent 
to the original product. This Limited Warranty applies only to products 
manufactured by or for Westcott that can be identified by the “Westcott” 
trademark, trade name, or logo affixed to them.
 
This warranty does not apply: (a) to damage caused by accident, abuse, 
misuse, flood, fire, earthquake or other external causes; (b) to damage 
caused by operating the product outside the permitted or intended uses 
described by Westcott; (c) to a product or part that has been modified 
to alter functionality or capability without the written permission 
of Westcott.; or (d) to cosmetic damage, including but not limited to 
scratches, dents and broken plastic.
 
Please contact Westcott’s Repair Department for a Return Authorization 
Number “RMA" prior to requesting warranty service. This RMA must be 
clearly written on the outside of the box to the left of the shipping label. 
Items sent in without pre-authorization or that do not fall under the ONE 
(1) YEAR limited warranty will be returned at the expense of the sender. 

Register this product at    FJWESTCOTT.COM/WARRANTY
Repair Dept.: 800-886-1689 / 419-243-7311 (International)

E-Mail: INFO@FJWESTCOTT.COM SUBJECT: ATTN: REPAIR DEPT.

Shipping: F.J. Westcott Co, 1425 Holland Rd, Maumee, OH 43537

©F.J. WESTCOTT CO. ALL RIGHTS RESERVED.

©JERRY GHIONIS
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SETUP  USAGE FEATURES SPECS

SETUP
1. IMPORTANT! Fully charge for 2.5 hours prior to use. 
2. Press and hold an arrow button for 2 seconds to turn 

on. This safety feature helps avoid accidental powering 
of the unit when not in use.

3. Use UP/DOWN arrow buttons to adjust power. Simply 
press and hold each arrow while the light gradually 
increases or decreases. 

4. Battery power indicator: Green 100 – 70% remaining; 
Yellow 69 – 5% remaining; Red 4 – 0% remaining.  
Battery life between charges ranges from 1 – 2.5 hours 
depending on power settings.

5. To power off, press and hold the power OFF button for 
2 seconds.

6. To recharge, simply plug the charger into the AC/DC 
Operation input and plug into any standard 110v-240v 
outlet. Charge time is approximately 2.5 hours.

CAUTION
1. The charger is restricted to use with only the Ice Light. 
2. Do not use near or in water. Do not get wet or expose 

to extreme weather conditions. 
3. Never use any power cable or transformer other than 

the one supplied.
4. The charing terminal and light may become warm during 

charging or operation. Take extra care when handling.
5. Unplug power when not in use. 

ICE LIGHT     CARRY CASE     CHARGER      (2) GEL CLIPS       (3) PLUG 
                    WITH CASE               CONVERTERS

A. Accessory attachment threaded ¼-20"
B. Frosted diffusion front
C. Built-in Lithium Ion Battery
D. Accessory attachment threaded ¼-20"

E. All-metal construction
 F. Fully dimmable
G. Battery power indicator
H. AC/DC Operation
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PART NUMBER 5500

LAMP TYPE LED Array

LED HOURS 50,000+

LUMENS 1,600 lm (77.3 lm/watt)

COLOR TEMPERATURE 5200~5400k

BATTERY LIFE 1 – 2.5 hours

POWER DRAW 1.5w – 15w

DIMMABLE RANGE 1.5w – 15w 

POWER SUPPLY Input 100-240v 50/60hz Lithium Ion 7.4v

BATTERY CHARGE TIME 2.5 hours

BEAM ANGLE 72.6 degrees

MOUNT Handheld with 1⁄4-20" thread (both ends)

SIZE 20.25" x 1.75" (52.07cm x 4.4 cm)

WEIGHT 1.3 lbs (0.58 kg)

SPECIFICATIONS

FEATURES
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